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® Specifications
87(3.87) 43(1.68)
Nominal Voltage 12V . o . i
Rated Capacity 77°F(25'C) (20HR) L2AL Discharge Characteristics 77°F (25°C)
Length 97 (3.82) S 6.50 I 13.0
. . o S
Dimensions Width 43 (1.69) 2 6.00 5 —CNN 12.0
. . = = — N A
(mm/inch) Height 52 (2.05) 2 550 S \\ \ N 1.0
Total Height 58 (2.28) 2 500 M \ C 0.2 04C  0.05C T .
Approx. Weight  (kg/Ibs) 0.6 (1.32) ° IR WHED URE S s '
Termi Q 4.50 jopec | 1o Lb I 9.0
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73;"(;;‘% SHR (0.204A) | 1.024h rool ps0l Charge Voltage CiEns ol
1HR (0.732A) 0.73Ah ao b 2% pask ]
15 min rate (2.22A) | 0.56Ah 0251 i
Full Charged Battery| A 0 oz **°
. u arged Battery | Approx. ]
I 1R | o0.45F 2.05F
nternal Resistance 779F @ 50 0 85mQ 40 2 :2 ol ]
0 0 20 ’
Temperature 104 F(0°C) 102% 0.05f Charge Current
P . 77°FQ25°C) 100% HE 0 2 4 6 8 10 12 14 16 18 20 22 24
dependence of capacity e :
(20HR) 32°F(0°C) 85% Charge Time (h)
0 0
SFCISCO) 65% Cycle service life inrelation to depth of discharge
Self-Discharge 3 months 90% 120
68°F(20°C) 6 months 80% 2 100 TJ\
(Capacity after) 12 months 60% > 80 N —
Max. Discharge Current, 77°F(25°C) 18A(5s) § 60 — — \DODBO'
Floating design life, 77°F(25°C) 5 years S il :
14.5~14.9V(-24mV/"C) 20
Constant Voltage Cycle 036 A o
Charge,77°F(25°C) max. current: 9. 200 400 600 800 1000 1200
Float 13.6~13.8V(-18mV/0C) Number of cycles (cycles)
Constant Current Discharge Characteristics (A), 77°F(250C)
F.V/TIME Smin 10min 15min 30min 60min 2H 3H SH 8H 10H 20H
1.60V/cell 4.56 2.88 2.22 1.200 0.759 0.428 0.313 0.211 0.140 0.116 0.061
1.70V/cell 4.33 2.74 2.12 1.147 0.732 0.412 0.306 0.208 0.139 0.114 0.061
1.75V/cell 4.25 2.68 2.08 1.123 0.719 0.404 0.300 0.204 0.137 0.112 0.060
1.80V/cell 4.16 2.62 2.04 1.102 0.707 0.397 0.295 0.200 0.136 0.110 0.060
Constant Wattage Discharge Characteristics (Watt), 77°F(250C)
F.V/TIME Smin 10min 15min 30min 60min 2H 3H SH 8H 10H 20H
1.60V/cell 8.28 5.28 4.11 2.240 1.430 0.813 0.600 0.408 0.275 0.227 0.121
1.70V/cell 7.94 5.06 3.96 2.160 1.391 0.788 0.592 0.404 0.273 0.225 0.121
1.75V/cell 7.86 4.99 3.92 2.134 1.378 0.782 0.586 0.401 0.271 0.223 0.120
1.80V/cell 7.77 493 3.88 2.112 1.367 0.774 0.581 0.397 0.269 0.221 0.120
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